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TECHNICAL DATA SHEET 
 

Liquid Enzyme Waste Treatment 

 

Prod # 7110 
 

Description: Liquid Alive Bacteria with Instant Odour Control 

 

Directions:   

Grease Traps: For traps less than 20 cu. ft. capacity, add 4-5 oz. of product 

daily, by pouring in a sink or pipeline closet to the trap. This should be done 

at night or when the traps are used the least. After adding, flush down with 

a cup of lukewarm water. For grease traps larger than 20 cu. ft. add 8-10 oz. 

daily using the same procedure. 

 

Septic Tanks: Add 1 pint per 25 cu. ft. capacity, for the initial treatment. 

Thereafter use 8 oz. per week. This should be poured directly into toilet and 

flushed. If septic tank has become clogged and odorous, add 1 gal of 

product directly to the tank through the manhole. 

 

Recreational Vehicles and Boats: Add 2 oz. per gal of water in hold tank. 

Thereafter use 1 oz. per gallon as needed.  For use at a dump station use 1 

oz. per 50 gallon of tank capacity, then use one pint per week for 

maintenance. 

 

Porta-Toilets and Outhouses: Add 1 gallon directly and cover the solids with 

water to aid digestion. Every time the toilet is pumped, start treatment 

again with 1 gallon of product.  

 

Garbage Chutes: If odour problem already exists, apply product to chute 

walls with a tank sprayer. Spray until chute wall is covered with the Liquid 
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Enzyme. Work from top floor down. Repeat treatment until problem desists. 

For maintenance, apply once a month. 

 

Drain Lines and Down Pipes: Use product a minimum of 2 times weekly, to a 

maximum of four times depending on the usage of the building. Add 

products in amounts listed below, starting on the lowest floor and working 

up at the rate of one floor everyday. Do not treat the same floor twice. When 

the top floor is reached continue treatment for the top floor only. 

 

Pipe Size  Dosage                Frequency 

 

2 in.                     4 oz.              2 times per week 

4 in.            8 oz.              2 times per week 

6 in.          12 oz.            2 times per week 

8 in.          16 oz.              2 times per week 

 

This product should be used after the use of Sulfuric Acid Type Drain 

Openers (flush system completely).    

 

1) For activating the natural digestive processes to prevent future clogging.    

2) As an odor counteractant on Hydrogen Sulfide fumes created from 

Sulfuric Acid. 

 

Note: Do not subject product to extremely hot or boiling water, 

disinfectants, or chlorinated dishwashing products. 

 

Recommended for: 

Grease Traps, Drain Lines, Outhouses, Porta-Toilets, Septic Tanks, R.V.s, 

Marinas, Sump Pumps, Wet Wells, Feed Lots, Manure Piles, Garbage Chutes, 

Garbage Bins. 

 
 
Shipping:  Available in 4x4L, 20L, 210L 

  


